
DIY - Install the Serpentine Drive Belt in Minutes  
 

I ran a search and I didn't find an actual DIY on changing 
the Serpentine belt so here you go. I'm sure if you had 
the Lexus Dealer do this they would charge $300.00! 
 
Tools needed: 
Approx 30 minutes. 
10mm Socket 
14mm Socket (short, not long deep well) 
Ratchet or long torque wrench 
18-24 cheater pipe if you're not using a long torque wrench. 
Pair of Latex gloves (it's hella dirty in there  
Serpentine Belt* 
 
* Note on Serpentine Belt. You can go to Lexus and spend alot. You 
can get the exact same belt at a Toyota dealer Part Number:  
90916-A2007 for $71.98. I used an aftermarket Bando Belt part 
number 6PK1930B at at auto parts store for just under $30 
 
The Lexus repair manual I looked at said you had to do this 
from below (the car raised 5-6 feet in the air) and use an 
expensive SST tool. But you don't. 
 
1. Open the hood and using the 10mm socket take the bolt holding  
the air intake scoop off and remove the air scoop from the car. 
I unclipped the top of the air box off but I don't think that 
was necessary. The Bolt is just a few inches away from the  
Radiator Cap on the Radiator Support. 
 
2. Get your 14mm short socket with a ratchet and put it on the 
bolt on the middle of the TEnsioner Pulley. Shown in Blue. 
 
3. Place the handle of the ratchet at about 10:00 position (as 
close the the airbox as you can get) and using the cheater pipe 
(if you're not using a torque wrench) turn clockwise to about a 
1:00 position and that should be enough to losen the belt enough 
to get it off the Power Steering Pulley shown in Green. And then 
you can let go of the tension and remove the Ratchet off the 
Tensioner. 
 
Note: Clearance is tight all over. The Upper Radiator Hose is  
conveniently in the way, as is the radiator reservoir tank. 
Don't worry about scratching the plastic on the top of the reservoir 
tank, the air scoop will pretty much hide most of it. 
 
4. Remove the old belt. This is really easy, howerver snaking  
the new one on is kinda hard, especially with only 2 hands. I 
started on the bottom and worked my way up, but I just kinda 
did a damage control style "hold it here and grab it there" 
install. I admit I started to panic after 2-3 minutes (way too 
much coffee that morning) I was worried about stranding my car 
because I couldn't figure out how to get to belt on without it 
slipping evertime I let go. This soon passed and all went well. 
 



5. I used the pipe to hold the belt up by wedging it on top to the  
radiator. While I put the ratchet and socket back on the Tensioner 
and do the 10:00 to 1:00 pull again. While holding the Tensioner 
slip the belt onto the Power Steering Pulley and make sure all the  
grooves on the belts are where the need to be on the other 
pulleys and your done. The Radiator Hose is the Devil Incarnate. 
 
Dont do what I did the first time and I missed the Alternator Pulley  
on the far lower right. 
 

 
Enjoy the $250 you saved and buy a Wii or XBox360 or something  
-Nautox 

 


